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LEADING VISCOSITY TECHNOLOGY

é MAIN FEATURES

Rear Automatic Up & Down motor with accurate cone & plate
positioning.

Data Displayed:

> Selected Speed R.P.M, S’

> Viscosity Reading cP, P, mPa.s, Pa.s, cSt, St, mm?%/s
> Full Scale Percentage %

> Sample Temperature °C o °F

> Shear Rate (SR) s’

> Shear Stress (SS) N/m2, Pa, Dyne/m?

> Density (Introduced by the user) g/cm3, Kg/m?

Viscosity Reading:
Dynamic Viscosity (cP, mPaes)
Kinematic Viscosity (cSt) (Users must enter density value.)

Tablet: Access all parameters on an 8-inch tablet. Free mobile application available
through the Google Play Store. WIF/ Tablet.

Programs:

> Create and edit multiple programs

> Store programs for later use

> Choose between Time To Torque (TTT), Time To Stop (TTS), Step and Ramp
> Set up working temperature

Fungilab APP (Android System)

Data Storage:

> Store the results of all performed experiments in a comprehensive database
> Users can analyze and review saved data for future testing purposes

> Users can access the program configuration for each experiment

Customization:
> Create a list of customized speeds (5 to 1000 rpm)
> Single Speed Option



2\"’— Auto-Test: Automatic viscometer calibration with sound and visual malfunction alarm.

Auto-Range: Displays the maximum viscosity range for the selected
spindle/rpm combination

I.A.M.: Measurement update rate regulated through the selection of the different
times in each experiment.

@2’ Graphic Mode: Displays experiment data with real time charts.

Calibration: User-enabled viscosity and temperature calibration. (This calibration
can always be reset to the original factory calibration.)
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Angle /RPM (cPoises)
* Bluetooth interface.
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, STC32 20mm 30 0,12ml 2 30-270000
v Warning System (Sound Alarm) STCI12 20mm 1e 0,04ml 6 10-90000
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, STCO52 20mm 0.5 0,02ml 12 5-45000
Q Verification mode. STC34 40mm 3e 0,9ml 2 4-34000
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, STC14 40mm 1 0,3ml 6 2-10000
7Z® Sample Volume: Less Tml STCO54 40mm 0.5 0,15ml 12 1-5500
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, STC4524 24mm 0.452 0,04ml 13.3 3-23000
@ Accessories: One Cone included
() PPR system: Easy Coupling
Instrument is delivered with an 8” Tablet, One Cone (to Cone Geometry
be defined), Carrying Case, Calibration Certificate, Standard Oil

é TECHNICAL SPECIFICATIONS

- Speed Range: 5 to TOOORPM (No limits on number of speeds inside the range)
- Max Torque: 5.75mNm
- Min Torque: 0.ImNm
- Accuracy: 2% FSR
- Fully Electrical Automatic positioning: Up/Down
- Temperature Range: 5 to 80C (Air cooling Peltier System)
- Cone manufacturing material: SS316
- Power Supply: 90-240VAC, 50/60Hz
- Standards: ASTM D4287, 1502884, BS3900, ISO3219

Warranty, USB (Includes operational manual), Power
Cable Supply, USB cable.

APPLICATIONS:

Medium Viscosity: Adhesives, Coatings, Creams, Food products, Gels, Gums, Inks, Organisols,
Paints, Paper coatings, Plastisols, resins, Starches, Surface, Varnish

High Viscosity: Adhesives, Asphalt, Compound, Chocolate, Composite polymers, Epoxy resins,
Gels, Viscous inks (Offset, lithographic), Molasses, Pastes, Sealants, Sheet molding, Tars,
Vinyl Esters



Welcome to the future of research
—we hope you're ready:.
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DOWNLOAD THE
I FUNGILAB APP

Includes 8” Fungilab Tablet
ANDROID VERSION
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