Do you have questions about this product? E-mail: eco@lauda.de

ECO

Water-cooled cooling thermostats
with control head Silver and Gold

The cooling thermostats with control heads Silver and Gold are also availa-
ble as water cooled models. By discharging process heat to the cooling
water, heating-up of the environment will be reduced. This is an advantage
when using several devices or at high ambient temperatures.

Variants in 230 V; 50 Hz are also
available with natural refrigerants
throughout the EU and Switzer-
land (except RE 415). Cat. No. for
models with natural refrigerants
see page 89.

Cooling thermostat RE 1050 GW

All technical data on page 86 and following
Other power supply variants on page 96

Cooling curves Heat transfer liquid: Ethanol, bath closed
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Pump characteristics on page 23

Temperature range
-50...200 °C

Included accessories
Bath cover - pump connections with 13 mm plastic nipples (Silver)
or M16 x 1 thread (Gold) and 13 mm nipples - closing plugs

Additional accessories

Hoses - Interface modules: analog, RS 232/485, contact,
Profibus, Ethernet, EtherCAT, Pt100/LiBus module - Command
remote control

RE 630 SW RE1050 SW RE1225SW  RE 2025 SW
-30...200 -50...200 -25...200 -25...200
0.02 0.02 0.02 0.02

20 20 20 20

0.3 0.7 0.3 0.3

0.55 0.55 0.55 0.55

22 22 22 22

46..5.7 8..10 83..12 14..20
150x1301160  200x200/160  200x200/200  300x350/160
LCK 1930 LCK 1932 LCK 1934 LCK 1936

Technical features RE 415 SW RE 420 SW RE 620 SW
Working temperature range* °C -15...200 -20...200 -20...200
Temperature stability K 0.02 0.02 0.02

Heater power kW 20 2.0 2.0

Cooling output at 20 °C kW 0.18 0.2 0.2

Pump pressure max. bar 0.55 0.55 0.55

Pump flow max. Limin 22 22 22

Bath volume L 33.4 33.4 46..5.7
Bath opening/depth mm 130x105/160  130x105/160  150x130/160
Cat. No. 230 V; 50 Hz** LCK 1924 LCK 1926 LCK 1928
Technical features RE 415 GW RE420GW  RE 620 GW
Working temperature range” °C -15...200 -20...200 -20...200
Temperature stability K 0.02 0.02 0.02

Heater power kw 26 26 26

Cooling output at 20 °C kw 0.18 0.2 0.2

Pump pressure max. bar 0.55 0.55 0.55

Pump flow max. L/min 22 22 22

Bath volume 1 33.4 3.3.4 46.57
Bath opening/depth mm 130x105/160  130x105/160  150x130/160
Cat. No. 230 V; 50 Hz** LCK 1925 LCK 1927 LCK 1929

RE 630 GW RE1050 GW RE1225GW RE 2025 GW
-30...200 -50...200 -25...200 -25...200
0.02 0.02 0.02 0.02

286 26 26 26

0.3 0.7 0.3 0.3

0.55 0.55 0.55 0.55

22 22 22 22

46..5.7 8..10 9.3..12 14..20

150x130M160  200x200/160  200x200/200  300x350/160
LCK 1931 LCK 1933 LCK 1935 LCK 1937

* Working temperature range is equal to ACC range ** Cat. No. for models with natural refrigerants see page 89~ *** Only RE

1050 SW and RE 1050 GW
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